
15¾”

6¼” 
6¼” 

15¾”

15¾”

Recommended Uses
Residential
Commercial
Interior Floor
Interior Wall
Exterior Cladding
Fireplaces
Showers
Pool & Spa (waterline)

Bending Strength
 N > 27N/mm2
test # ISO10545-4

Technical Data

Frost Resistance
frost proof
test #10545-12

Stain Resistance
complete
test #10545-14

Color Range V3
Color Variation

Abrasion resistance
PEI V
internal classification

Thermal Shock  
Resistant
test # 10545/9

Mohs Hardness 6
test # EN101

Water absorption
< 0.5%
test # ISO10545-3

Chemical Resistance 
resists
test # ISO10545-13

sweet fusion interlocking ledger panel 210001

mild fusion interlocking ledger panel 210002

hot fusion interlocking ledger panel 210003

sweet fusion outside 
corner  210011-O

sweet fusion inside corner  
210011-I
special order

mild fusion outside 
corner  210012-O

mild fusion inside corner  
210012-I
special order

hot fusion outside 
corner  210013-O

hot fusion inside corner  
210013-I
special order

This urban chic ledger stone look in a care-free porcelain panel embodies the architectural 
 feel of stone showcasing soft to bold tones suitable for endless applications.

nominal sizes:
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