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This beautifully inspired wood grain look captures the rustic warmth of natural wood.  The product line is 
viewed as a hand scraped wood look with warm brown and tan colors.  This selection will add beauty, 
warmth and texture to a new home  or a home renovation.

Recommended Uses
• Residential & Commercial  
• Interior & Exterior Freeze/Thaw
• Wall & Wall panel accents
• Fireplaces

Bending Strength
 N > 27N/mm2
test # ISO10545-4

Technical Data

Frost Resistance
frost proof
test #10545-12

Stain Resistance
complete
test #10545-14

Color Range V3
Color Variation

Abrasion resistance
PEI V
internal classification

Thermal Shock  
Resistant
test # 10545/9

Mohs Hardness 6
test # EN101

Water absorption
< 0.5%
test # ISO10545-3

Chemical Resistance 
resists
test # ISO10545-13 max 

10cm or 4”

Note:
When laying rectangular 
tiles, it is recommended 
not to stagger tiles by 
more than 2” to 4”

SAMURAI 
technical specifications

3”x15” taupe samurai - 210008

3” x 15” mitered inside corner
210017-I 
(special order)

3”x15” beige samurai - 210007

3” x 15” mitered outside 
corner - 210017-0

3”x15” brown samurai - 210009 3”x15” dark samurai - 210010

3” x 15” mitered inside corner
210018-I 
(special order)

3” x 15” mitered outside 
corner - 210018-0

3” x 15” mitered inside corner
210019-I 
(special order)

3” x 15” mitered outside 
corner - 210019-0

3” x 15” mitered inside corner
210020-I 
(special order)

3” x 15” mitered outside 
corner - 210020-0


